™) Guidelines for Using
Heat Transfer Vinyl

1) TEST EVERYTHING FIRST

My lst of fabrics says that this material adheres to most things
out there except NYLON jerseys. Our experimentation shows
ihat 50% poly | cotton blend faprica work best.

2) CUT THESE GRAPHICS FACE UP
- a.k.a. “right reading” NOT
BACKWARDS, like some materials
you have seen (or had) that ARE
backwards cut...THIS IS NOT!!!

3) Weed backing away, just like
regular vinyl. and you MUST USE
a HEAT RESISTANT TRANSFER
SHEET to lift graphics and position
onto shirt. | have this material listed
and suposedly it can be reused a
“few” times. DO NOT USE paper
premask or (worse), THAT CLEAR
plastic premask used for regular
vinyl. | will NOT BE RESPONSIBLE
if this product is used incorrectly
or with un-authorized materials or
methods of any kind. * Note that
the clear “sticky” backing that
comes off the “backward cut SOLID
COLOR HTV” looks and acts ( to
me) amazingly like this “clear”
premask, so if you have any of that
around, you might have what you
need. (only diff.is that THIS IS NOT

a backward cut material). 22

IMPORTANT @_
4) HAND IRONS are NOT =5
RECOMMENDED and will NOT yield
a satisfactory result. You should
seek out someone with a good,
functional, Heat Transfer Press with
good pressure and adjustable heat
settings. A silicone sheet between
the machine platen and the plastic
“premask” is recommended also
for best results.

5.) Heat Range of this material is 315-
350 degrees and time of pressing will
vary according to material and content
of fabric. For a regular 50/50 T-Shirt we
had good results at 325° for 15-20
seconds with firm pressure...

(the machine should be a “little” hard
to close, if this is set correctly, and

if you can close it too EASILY with shirt
in it you might want to adjust the
pressure up a little bit.

Other thicker garments or garments
with various cotton content may require
different settings. Again testing is key
here. The more poly the better , but
100% Poly or thin knits may require
LOWER temps!!

| Cannot be RESPONSIBLE for any
loss of garments and or materials..

TEST! TEST! TEST! TEST!

As a Guideline > if Plastic “masking”
sheet gets wrinkled and “melted”...
temp is TOO HIGH..If edges of transfer
are not firmly embedded into garment
or are “ lifting up around the edges”
Itis likely TOO COOL. Add 10 degrees
and try again...but DO NOT EXCEED
350 degrees and / or about 30
seconds of firm pressing time.

After releasing (slowly) to prevent
premature lifting, firmly wipe entire
surface with a lint free rag or another
t-shirt & allow to cool about 30- 40
seconds til warm (but not hot) and
remove SLOWLY, corner to corner,
watching out for popping up of
edges.. If material tries to lift from
fabric then not enough temperature
or pressure is being applied. If you
can “stretch” the print with your
fingers a little and it is flexible and
does not crack or peel up and seems
firmly embedded into the fabric at the
edges.., then its done about as well
as it can do.

WASHING INSTRUCTIONS

Machine washing should be OK if the
following guidelines are followed.

Cold or Warm water only. Heat is the
enemy of these “Heat Transfers” &
not the water. Hang to dry if at all
possible. if you must machine dry or
you have one of those new fancy
dryers.., Turn garments inside out
and tumble dry on lowest heat.

* For best results, Hang to dry and
AGAIN....
DO NOT PUT IN A HOT DRYER.

* Turn shirt inside out when washing.

For best results and longest life of
prints... DO NOT USE BLEACH.

Any questions or unsure about
garment compatibility, please call
(706) 326-7911. OR test beforel...

Did | mention TEST!!!

Good Luck, and again | cannot, will
not, and am not going to be held
responsible for the ruination or
destruction, of any garments or costly
uniforms. | have personally seen this
product work and used it a number
of times. So, | know it WILL work on
many materials, but who knows about
yours? YOU...Do some research and
you will find a lot about what you
need to know online..

IF YOU HAVE QUESTIONS, PLEASE CALL (706) 326-7911 during normal hours
“I'd rather you call with questions before , than to call me later. and tell me it didn’t work”

After Cutting & Weeding

Apply “Special HTV
Premasky Sticky Side Down

Avaoid Wr(nk(ssﬁ/

*Very Similar to regular vinyl.

For BEST results

Heat @ 315°-350°
(& Use Silicone Sheet)

Between Press

& Transfer
HTV with ‘Backing’

Squeegee mask down ﬁrme - now removed &
Flip Over and Slowly peel Jear mask on top
ONLY when ready to apply | | "Smerereauarvind

for

15-30
SEC.

D0 NOT USE REGULAR PREMASK...it WILL FAL

WARNING
CUTFACEUP! NOTBACKWARDS

DONOT USEREGULAR APPLICATION
TAPE OF ANY KIND! PAPERerSLERR

After cycling, WIPE FIRMLY with a CLEAN RAG

PEEL SLOWLY AFTER about 30 to 45 seconds & it still should be “Warm”
but NOT HOT, if too HOT... letit cool... TIMES are JUST A GUIDELINE !

All Materials are different !
ALL Garments are different !
ALL heat transfer machines are different !

TESTING IS YOURRESPONSIBILITY !



